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■ Technical specifications
 

C) Subject to export regulations AL: N, ECCN: EAR99

■ Dimensional drawings

 

Millpulse 600 dimensions and mounting

■ Schematics

 

Millpulse 600 connections

Interconnection

If the manufacturer of your PLC does not state that it is compat-
ible with CENELEC 50040/36/37/38 electrical standards, then 
ensure that the switching current of the PLC input is above the 
residual current of the MillPulse. If your PLC does not meet the 
requirements, a resistor across the PLC inputs can be used to in-
crease the switching current.

Mode of operation

Measuring principle Disruption of magnetic field by 
ferrous target

Typical application Provides pulse output to PLC 
when monitoring screw conveyor 
flight

Rated operating conditions

Operating temperature -40 to +60 °C (-40 to +140 °F) 

Design

Probe body Aluminum

Process mounting 2” NPSL

Connection box Aluminum, ¾” NPT conduit 
entrance, 4 screw terminals for 
max. 12 AWG (3.30 mm2) wire 
size

Gasketing Neoprene

Display Red LED for switch status

Enclosure rating Type NEMA 4X, 6, IP67

Shipping weight 2 kg (4.4 lbs)

Power supply

Switching capability Voltage
• 18 to 48 V AC/DC 
• 60 to 135 V AC/DC 
Current
• 5 to 400 mA continuous, 2 A 

surge for 20 ms at 1 operation 
per second 

Voltage drop 8 V

Residual current 1.5 mA

Switch duration On: 50 ms minimum
Off: 50 ms minimum

Operating limit 600 pulses per minute maximum

Certificates and approvals CSAUS/C, CE

Selection and Ordering data Order No.

Milltronics Millpulse 600
Heavy-duty 2-wire motion sensor that provides 
solid state switch output to PLCs between 18 to 
135 V AC or DC.

Model
Millpulse 600, aluminum enclosure, ¾ NPT, CE, 
CSAUS/C approved (switches 18 to 135 V AC/DC)

C) 7MH7142-0AA10

Instruction manual
Millpulse 600, English C) 7ML1998-5DG02
Millpulse 600, Spanish
Note: The instruction manual should be ordered as 
a separate item on the order.

C) 7ML1998-5DG22

This device is shipped with the Siemens Milltronics 
manual CD containing the complete instruction 
manual library.

Spare Parts
Locknut C) 7MH7723-1CR
Mounting flange 7MH7723-1CS

fuse

jumper

Operating voltage:

18 to 48 V AC/DC

60 to 135 V

jumper in

jumper out
AC/DC PLC

input/
load


