
AC motors
Synchronous motors

1FT6 motors
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■ Characteristics

■ Further info

■ Options

7  Option available
–  Not available
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6
Core types can be supplied for certain motor types. 
For these types express delivery of replacement motors and 
fast repair service is available in case of emergencies. 
Therefore, core types should be used for configuration 
wherever possible.

Order 
code

Option description 1FT6
Natural
cooling

Forced 
ventilation

Water 
cooling

K09 Terminal box on right-hand 
side

– 7

(SH 160)
7

(SH 132 
and 160)

K10 Terminal box on left-hand 
side

– 7

(SH 160)
7

(SH 132 
and 160)

L68 Full-key balancing – 7

(SH 132 
and 160)

7

(SH 132 
and 160)

M03 Version for Zone 2 
hazardous areas
(in accordance with 
IEC EN 60079-15)

7

(up to
SH 100)

– 7

(SH 63 to 
100)

M39 Version for Zone 22 
hazardous areas 
(in accordance with 
EN 50281)

7

(up to
SH 100)

– 7

(SH 63 to 
100)

N05 Non-standard shaft exten-
sion (dimensions as for 1FT5)

7

(SH 36 
to 100)

– –

N40 Food industry design 7

(SH 63 
to 100)

– 7

(SH 63 to 
100)

X01 Jet black finish 
RAL 9005

7 7 7

X02 Cream finish 
RAL 9001

7 7 7

X03 Reseda green finish 
RAL 6011

7 7 7

X04 Pebble gray finish 
RAL 7032

7 7 7

X05 Sky blue finish 
RAL 5015

7 7 7

X06 Light ivory finish 
RAL 1015

7 7 7


